
 
 
 
 
 
 
 
 
 
 
 
 
 

508 
High Performance Masking Tape 

 
DESCRIPTION: 508 High Performance Masking Tape for high temperature - up to 350°F - 
paint masking applications in the transportation (auto, coaches, buses and marine) industry. 

    
    

 
PRODUCT FEATURES:  
 -High adhesion 
 -Easy to unwind 
 -High initial tack and good adhesion to itself 
 -Clean, flat edges for sharper paint lines 
 -Residue-free removal 
 -High temperature stability through multiple bake cycles 
 -Temperature resistant up to 350°F 
 -Heavy duty crepe backing is tear-and silver-resistant 
 -Standard length: 55m 
 -Color: Natural 
 
CONSTRUCTION: 
 -Overall Grade/Function: High Performance 
 -Backing: Fine structure crepe (FSC) 
 -Adhesive: Rubber-based 
 
PHYSICAL PROPERTIES: 
     Standard   METRIC 
 
Tensile Strength:   24 lbs/in width  42 N/10 mm 
Elongation:    11%    11% 
Adhesion to Stainless Steel:  41 oz/in width  4.49 N/10 mm 
Thickness:    6.4 mils   0.16 mm 
Service Temperature Range: 60°F to 350°F   16°C to 176°C 
 
Storage and Usage Conditions: 
Tape should be stored in its original packaging in cool, dry area from direct sunlight and should be used within 12 
months of date of shipment. Surfaces to which tape is applied should be clean, dry and free of grease, oil or other 
containments.  
 
Technical Information:  
The technical information, recommendations and other statements contained in this documents are based upon tests 
or experience that NADCO® believes are reliable, but the accuracy or complexness of such information is not 
guaranteed. 
 
 


