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Ad

“If you can imagine it, Nadco will make it stick.g

467MP

Adhesive Type Acrylic Overall Width (Imperial) 43.01in
Brand g™ Overall Width (Metric) 1219.2 mm
Color Family Transparent Primary Liner ha# Polycoated Kraft Paper
ETIM Class 8.0 EC000128 Primary Liner Color Tan
Indoor/Outdoor Indoor/Qutdoor Primary Liner Thickness (Imperial) 4.2 none
Industries Print Primary Liner Thickness (Metric) 0.11 mm

Specialty Vehicle

Woodwarking Regulatory Key AD-00073

PointerFurchase Shelf Life 730 Days

Converter Solutions

General Industrial Total Tape Thickness without Liner 2.3 mil

Metalwarking (Imperial)

Electronics ) ) )

Wedical Total Tape Thickness without Liner 0.058 mm

WRO {Metric)

Signage Units per Case 1.0 Roll

Military & Government

Appliance

Automotive

Transportation

Aerospace

Maximum Operating Temperature 204.0 Degree Celsius
(Celsius)

Maximum Operating Temperature 400.0 Degree Fahrenheit
(Fahrenheit)

Minimum Operating Temperature -40.0 Degree Celsius
{Celsius)

Minimum Operating Temperature  -40.0 Degree Fahrenheit

{Fahrenheit)
Overall Length {Imperial) 180.0vd
Overall Length {Metric) 16459 m
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